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REVISION HISTORY
REV. DESCRIPTION NAME DATE

7 THIGHTENING TORQUE OPTIMIZED (ALIGNED TO ALL MTA FUSE HOLDER) R.DALMA 08/01/2008

OPERATING FEATURES

FEATURES UNIT VALUE

V MAX V 32

TEMPERATURE RANGE °C -40 / +130

IP IEC 529 20

TIGHTENING TORQUE M8 Nm 11 ±20%

MATERIALDENOMINATIONQ.TYPOS.

PA66-GF30 HB - BLACK COLORHALF - SHELL 21

STEELSCREW M8 X 1422

STEELALL METAL SELF-LOCKING FLANGED NUT M823

MTA
P/N 0300380/2x Denom. MEGAVAL HOLDER 1 WAY
Draw
No. B0-001.015A Used for MEGAVAL FUSES

Date Name Draw
for CUSTOMER Material SEE TABLE

Scale Weight(g) Lin.Tol. Ang.Tol.
Coating SEE TABLE
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Note 
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8

All proprietary rights reserved by MTA S.p.A. - This drawing shall not be reproduced, or in any way utilized, for the manufacture of the
component or unit herein illustrated and must not be released to other parties, without written consent.
Any infringiment will be legally pursued. 
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Verif.  03.08.18 F.SABELLA

PQApp 03.08.18 M.ROSSI

App. 03.08.18 G.SPATARO

FIXING TEMPLATE EXAMPLE

ASSEMBLY VIEW

0 FIRST ISSUE I.MASSARI 29/05/1997

8 M8 CHANGED G.IUSO 03/08/2018
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WIRES
UP TO  35 mm2
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